The AX Computer Controlled Spring Making Machine
with low cost and high performance makes its debut.
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Computer Controlled Spring Making Machine
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Features

3 The machine is equipped with Feed, Cam and Rotary Wire Guide axes
AX-10A AX-20A 3 3 as standard. 3 optional Servo Spinner Units and 3 optional Servo
(AX-3 2 Linear Units can be easily added to make the AX-10A/AX-20A an 8
axes machine. (2 optional Servo Linear Units is used AX-3)
You can customize the machine as you wish with numerous optional
@ ) @) Al ) B accessories. (Slide Base and Cam Shaft (8sets), Cut Holder (1pc.),
Tool Holder A (1pc.), Tool Holder B (1pc.) are equipped as standard.)
The slides can be installed at any angle around the circular table.
The slide layout can be changed simply by altering the mounting
position on the slide base for tool holders and servo drive unit.
AX-10A AX-20A AX-l'OAIAX-ZOA Spinner s_;\nd Linear can be mounted on the same slide
and it can Operate the spinner tool by same speed.
Cam for ALL series is exclusive. Single Cam and Twin Cam are
available. Twin Cams are ready for more higher speed production.
The Image sensor (optional) feature can be equipped on the latest
( ) computer.
AX-3 AX-10A AX-3/AX-10A can make English hook extension spring. Quill Unit, SE
SE S Slide and S Slide Attachment are provided as optional accessories.
AX-3 AX-10A 150mm  130mm AX-3/AX-10A feedroll _ u_nlt can be moved . back and forth at
150mm/130mm so that it is easy to change or adjust the feedroll and/or
wire guide.
/ Specifications ] [ / Accessories
/ Machine Specifications / Standard Accessories
AX-3 AX-10A AX-20A | | e 8 Slide Base and Cam Shaft.--.---..- 8sets
Wire Diameter 0.05mm 0.2mm 0.5mm 1 CUt HOIET +vvveereerveveiinieiieniesii 1set
_ 0.3mm 1.0mm 2.0mm A Tool Holder A (for Right hand coiling) - 1set
Perlpheral 12ports 12ports 12ports B Tool Holder B (for Right hand coiling) 1set
Device Control U i 1 U Attachment Hold Tset
Power 5A 10A 20A : achment Holder v se
Requirements 4 Single Cam e 4pcs.
3 200V 1 TWIN Cam - eeeerrermeereremniinaerrriiinenn 1pc.
Machine Retract Lever ««-oscoevvinniin, ]_pc_
Dimensions Air Cylinder v 1set
Height 1511 mm 1537 mm 1779 mm (DC24V) s 4 Pneumatic Solenoid Valve - 4pcs.
Width 670 mm 810 mm 1080 mm -
............................................... 1 Wire Wheel -+ eeeeeeeeiaieninnenen. 1set
Depth 555 mm 732 mm 1031 mm AX_10A7AX-20A 1 - ah
Weight 400 kg 540 kg 1100 kg (AX- =20A) e Wire Straightener (AX-10A/AX-20A) - 1set
Computer 1 Working Light oo 1set
Dimensions
Height 1600 mm 1600 mm 1600 mm / Optional Accessories
: Width, Depth 540 mm 540 mm 540 mm Safety C
Weight 210 kg 210 kg 210 kg Front Safety Cover
3 Tri-Color Signal Tower w/buzzer
| Feature for Servo Motor * Sp:j'”g Ejector J'ldCh“te Table Unit
AX-3 AX-10A | AX-20A Body Swing Holder
Feed Axis Spinner Head
Min Increment 0.01mm 0.02mm 0.02mm (AX—lOA/AX—ZOA) Swmg Spinner Head (AX-lOA/AX-ZOA)
Motor Rated Output 200w 1000W 2600W ( ) | Servo Spinner Unit (w/servo amplifier)
Cam Axis ( ) | Servo Linear Unit (w/servo amplifier)
Min Increment 0.05= 0.05= 0.05= (AX-3/AX-10A) Quill Unit (AX-3/AX-10A)
'\R"O‘Of R\j‘\;?d 2”‘_%“‘ 200W 1000W 2600W SE (AX-3/AX-10A) SE Slide (AX-3/AX-10A)
otary Wire Guide AX-3/AX-10A - 3 3
T (et o1e 01° o1e S (AX-3/, 0A) S Slide Attachment (AX-3/AX-10A)
Motor Rated Output | 100W 100W 750W Feedback Device
Spinner
Min Increment 0.001 0.001 0.001
Motor Rated Output 50W 100W 400W Please note the contents of this leaflet are subject to change without prior notice.
Linear
Min Increment 0.001mm 0.01mm 0.01mm
Motor Rated Output 100W 100w 200W
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